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.Messrs. Levy, Feld, panero 

On July 26, 1965, I attended a demonstration of ftr*probfii|g^^f^i'^g;"^§ 
ythe -exterior columns of the Vorld Trade Center*-- This test -was ■ -apdneo«^^ r >-^^^' 
by the XJ. S. Steel Co. and was held at the plant of the E. B., Xarle^^^^'^^3v/>, 
In Astoria, Long Island. The following were present: " r ' "" " 




P. LaVorene - CSS -ABD - NYC , 

M. Comer - OSS - ABD -Pitta.- 

M. B. Zeitlin - BBS - Research Center, ttonroeville 

E. B. Carley. K.: B. Carley Co- HTC 

I. Coffer - WTC Planning Division^ 

J. Solomon - E&S 



This demonstration illustrated the procedure for applying iaj^rJray- on ' i 
fireproof ing between the stainless steel exterior akin and the '.exterior ' ; \ 
Columns. The mock-up was fabricated by the- D. :S . Steel Co. and «ent '.,> . ..: \ 
to E. B. Carley Co. for tests. The -simu lated -^exter ior .■«rtanino[rt*- ! £ab»icatedi^ v <- 
with sheet metal and the exterior skin was plexiglass. JXhere :were : irwojVVr- V 
of these 'models built (see attached photos)', ^ - - i i - J .-\ : - r .zi 

The B- Carley- Co, r "who. are plastering -contractors and ?8Qle >■',>■■ 





- -■< ■ •■- • ^.>t- ; 

.'. ■> The- -purposer-of the .: test .mas. " to ,;determ£rie/.the ^feasa^^J^^iC^^rjjV jijj^tjjjfc -J 

spraying the Limpet between the steel columns and -metal sldl^ i .^tel ! 6%fflte^"^J■y.. L -i^V^^'' , 
The actual -application that was tried appeared to be inadequate, Dec^ause - 
the position and sh^pe of the nozzle $ould not reach all the areas behind 
the column* The straight nozzle that._was used was inserted along the ' . - ■< ■ 
sides of the column and moved up and jlown, _ in the attempt to^fill 
the front and sides of the column Jacketing. . By observation through 
the plexiglass It was obvious, that the spray-on fireproof lng did not 
reach all the areas, because voids could be seen. This condition would 
probably be untenable .when the opaque material was used to cover the 
column, and there would be no way to observe the amount of fireproof ing 
that was being installed on the job site. 

I indicated to the V. S. Steel Co. representatives that this 
test was unsatisfactory. They said they will perform another one in 
about four or five weeks. They will redesign the nozzle and we will 
review the design with them. Apparently, the parent company (Limpet) 
la England supplies engineering services to the E. B. Carley Co. In 
Hew York. pa law department 
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■ , : ' ^ -^^ \ J- "S^^MSt ■r'r* 11 " e -T*lxed with an adhering and hardening ttdnlxture 
'cail^/^-5,:'%jhj[ch can result in ia «ach belter *pray-oa. Hi is "can be ' 
::4onv^^l^\mamija^^Asxt6Tkal cost. The material containing this admixture 



• : :-.>vit..jiight be that the beat approach iovihe colunm and . 
spandjei ; tirepr«fli^ irould be a e^ray-cm prior -to erection of exterior 
sktn'^nd 'hardwir^v-" ^e -'ire not yet certain: that the proposals for a 




ictloti abrasion. including molstur^ resistance', 



.•jr. 



Jxv -goffer" . '■ 

Vorld Ttade-Center Planning 



Att. 



.1* 



